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Addendum #00
TO ALL CONTRACTORS:
This Addendum is hereby made a part of the Contract Documents dated DATE.

Date

Project Name
Address
City, State, Zip
Project # 

The following items shall be considered part of the contract documents and shall be included in the same when Construction Contract is executed.  Changes made by Addenda shall take precedence over Original Documents.  Any changes, which may affect construction or proper installation of materials, equipment or fixtures, not specifically mentioned in this addendum, shall be brought to the attention of Designer before submitting bid.  Otherwise, such conditions, if found later to exist, must be worked out in an acceptable manner without additional cost to the Owner.  Prime Contractors are hereby advised to call attention of all subcontractors to changes, which may affect their work.
GENERAL
1. Any general notes pertaining to the addendum.
QUESTIONS
1. RFI question submitted through Centerline
a. Answer


CIVIL
SPECIFICATIONS:
1. 00 00 02 SPEC SECTION NAME AND NUMBER
a. Any relevant notes pertaining the listed spec section. 

i.e.,
A1.1: 	SECTION 00 4100, BID FORM:
REPLACE this section in its entirety.

A1.2: 	SECTION 00 4336, SUBCONTRACTOR LIST FORM:
ADD this section in its entirety

A1.3: 	SECTION 01 1100, SUMMARY OF WORK:
REVISE Page 01 1100.1, section 1.1.B to read as follows:

Footer of new/revised section should read: AD1-attachment 00 4110.1

· If a new section is added/deleted to/from the Spec, the Table of Contents needs to be
revised and signed/sealed and listed under the attachments. The footer of the revised
Table of Contents and spec section need to show that it is an attachment to the Addendum as
follows: example: AD1-attachment
DRAWINGS:
1. SHEET A-###: NAME OF DRAWING
a. Any relevant notes pertaining to the listed sheet. 

i.e.,
A1.4: 	SHEET A101, SITE PLAN:
REVISE this sheet and REPLACE with the attached, included in this addendum.
PRIOR APPROVALS:
The following manufacturers are considered equal to that specified in name brand only.  However, neither the full effects of using them nor the compatibility with the entire project have been evaluated.  Any required changes or modifications to the project resulting from substitution(s) will be the responsibility of the contractor.  Compliance with all specifications shall still be a requirement.

Specifications Section		Manufacturer			Product
085200				Manko Window Systems, Inc.	2727i Series Fixed & Casement, Bevel 
								Flush Projected Vent
ARCHITECTURAL
SPECIFICATIONS:
1. 00 00 02 TABLE OF CONTENTS
a. Any relevant notes pertaining the listed spec section. 

i.e.,
A1.1: 	SECTION 00 4100, BID FORM:
REPLACE this section in its entirety.

A1.2: 	SECTION 00 4336, SUBCONTRACTOR LIST FORM:
ADD this section in its entirety

A1.3: 	SECTION 01 1100, SUMMARY OF WORK:
REVISE Page 01 1100.1, section 1.1.B to read as follows:

Footer of new/revised section should read: AD1-attachment 00 4110.1

· If a new section is added/deleted to/from the Spec, the Table of Contents needs to be
revised and signed/sealed and listed under the attachments. The footer of the revised
Table of Contents and spec section need to show that it is an attachment to the Addendum as
follows: example: AD1-attachment
DRAWINGS:
1. SHEET A-###: NAME OF DRAWING
a. Any relevant notes pertaining to the listed sheet. 

i.e.,
A1.4: 	SHEET A101, SITE PLAN:
REVISE this sheet and REPLACE with the attached, included in this addendum.
PRIOR APPROVALS:
The following manufacturers are considered equal to that specified in name brand only.  However, neither the full effects of using them nor the compatibility with the entire project have been evaluated.  Any required changes or modifications to the project resulting from substitution(s) will be the responsibility of the contractor.  Compliance with all specifications shall still be a requirement.

Specifications Section		Manufacturer			Product
085200				Manko Window Systems, Inc.	2727i Series Fixed & Casement, Bevel 
								Flush Projected Vent					
STRUCTURAL
SPECIFICATIONS:
2. 00 00 02 TABLE OF CONTENTS
a. Any relevant notes pertaining the listed spec section. 

i.e.,
A1.1: 	SECTION 00 4100, BID FORM:
REPLACE this section in its entirety.

A1.2: 	SECTION 00 4336, SUBCONTRACTOR LIST FORM:
ADD this section in its entirety

A1.3: 	SECTION 01 1100, SUMMARY OF WORK:
REVISE Page 01 1100.1, section 1.1.B to read as follows:

Footer of new/revised section should read: AD1-attachment 00 4110.1

· If a new section is added/deleted to/from the Spec, the Table of Contents needs to be
revised and signed/sealed and listed under the attachments. The footer of the revised
Table of Contents and spec section need to show that it is an attachment to the Addendum as
follows: example: AD1-attachment


DRAWINGS:
1. SHEET A-###: NAME OF DRAWING
a. Any relevant notes pertaining to the listed sheet. 

i.e.,
A1.4: 	SHEET A101, SITE PLAN:
REVISE this sheet and REPLACE with the attached, included in this addendum.
PRIOR APPROVALS:
The following manufacturers are considered equal to that specified in name brand only.  However, neither the full effects of using them nor the compatibility with the entire project have been evaluated.  Any required changes or modifications to the project resulting from substitution(s) will be the responsibility of the contractor.  Compliance with all specifications shall still be a requirement.

Specifications Section		Manufacturer			Product
085200				Manko Window Systems, Inc.	2727i Series Fixed & Casement, Bevel 
								Flush Projected Vent
MECHANICAL
SPECIFICATIONS:
3. 00 00 02 TABLE OF CONTENTS
a. Any relevant notes pertaining the listed spec section. 

i.e.,
A1.1: 	SECTION 00 4100, BID FORM:
REPLACE this section in its entirety.

A1.2: 	SECTION 00 4336, SUBCONTRACTOR LIST FORM:
ADD this section in its entirety

A1.3: 	SECTION 01 1100, SUMMARY OF WORK:
REVISE Page 01 1100.1, section 1.1.B to read as follows:

Footer of new/revised section should read: AD1-attachment 00 4110.1

· If a new section is added/deleted to/from the Spec, the Table of Contents needs to be
revised and signed/sealed and listed under the attachments. The footer of the revised
Table of Contents and spec section need to show that it is an attachment to the Addendum as
follows: example: AD1-attachment
DRAWINGS:
4. SHEET A-###: NAME OF DRAWING
a. Any relevant notes pertaining to the listed sheet. 

i.e.,
A1.4: 	SHEET A101, SITE PLAN:
REVISE this sheet and REPLACE with the attached, included in this addendum.


PRIOR APPROVALS:
The following manufacturers are considered equal to that specified in name brand only.  However, neither the full effects of using them nor the compatibility with the entire project have been evaluated.  Any required changes or modifications to the project resulting from substitution(s) will be the responsibility of the contractor.  Compliance with all specifications shall still be a requirement.

Specifications Section		Manufacturer			Product
085200				Manko Window Systems, Inc.	2727i Series Fixed & Casement, Bevel 
								Flush Projected Vent
plumbing
SPECIFICATIONS:
5. 00 00 02 TABLE OF CONTENTS
a. Any relevant notes pertaining the listed spec section. 

i.e.,
A1.1: 	SECTION 00 4100, BID FORM:
REPLACE this section in its entirety.

A1.2: 	SECTION 00 4336, SUBCONTRACTOR LIST FORM:
ADD this section in its entirety

A1.3: 	SECTION 01 1100, SUMMARY OF WORK:
REVISE Page 01 1100.1, section 1.1.B to read as follows:

Footer of new/revised section should read: AD1-attachment 00 4110.1

· If a new section is added/deleted to/from the Spec, the Table of Contents needs to be
revised and signed/sealed and listed under the attachments. The footer of the revised
Table of Contents and spec section need to show that it is an attachment to the Addendum as
follows: example: AD1-attachment
DRAWINGS:
6. SHEET A-###: NAME OF DRAWING
a. Any relevant notes pertaining to the listed sheet. 

i.e.,
A1.4: 	SHEET A101, SITE PLAN:
REVISE this sheet and REPLACE with the attached, included in this addendum.
PRIOR APPROVALS:
The following manufacturers are considered equal to that specified in name brand only.  However, neither the full effects of using them nor the compatibility with the entire project have been evaluated.  Any required changes or modifications to the project resulting from substitution(s) will be the responsibility of the contractor.  Compliance with all specifications shall still be a requirement.

Specifications Section		Manufacturer			Product
085200				Manko Window Systems, Inc.	2727i Series Fixed & Casement, Bevel 
								Flush Projected Vent
ELECTRICAL
SPECIFICATIONS:
7. 00 00 02 TABLE OF CONTENTS
a. Any relevant notes pertaining the listed spec section. 

i.e.,
A1.1: 	SECTION 00 4100, BID FORM:
REPLACE this section in its entirety.

A1.2: 	SECTION 00 4336, SUBCONTRACTOR LIST FORM:
ADD this section in its entirety

A1.3: 	SECTION 01 1100, SUMMARY OF WORK:
REVISE Page 01 1100.1, section 1.1.B to read as follows:

Footer of new/revised section should read: AD1-attachment 00 4110.1

· If a new section is added/deleted to/from the Spec, the Table of Contents needs to be
revised and signed/sealed and listed under the attachments. The footer of the revised
Table of Contents and spec section need to show that it is an attachment to the Addendum as
follows: example: AD1-attachment
DRAWINGS:
7.   SHEET A-###: NAME OF DRAWING
a. Any relevant notes pertaining to the listed sheet. 

i.e.,
A1.4: 	SHEET A101, SITE PLAN:
REVISE this sheet and REPLACE with the attached, included in this addendum.
PRIOR APPROVALS:
The following manufacturers are considered equal to that specified in name brand only.  However, neither the full effects of using them nor the compatibility with the entire project have been evaluated.  Any required changes or modifications to the project resulting from substitution(s) will be the responsibility of the contractor.  Compliance with all specifications shall still be a requirement.

Specifications Section		Manufacturer			Product
085200				Manko Window Systems, Inc.	2727i Series Fixed & Casement, Bevel 
								Flush Projected Vent
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PARTNER REGISTERED ARCHITECT SEAL
END OF ADDENDUM NUMBER ONE
Drawings should have updated seal and Addendum info referenced within the Title Block.
Attachments
· Make sure that all attachments are referenced either in Architectural portion of the
Addendum or the Consultant’s portion of their Addendum.
· All Architectural sketches and drawings must be sealed and signed. Best practice is to have
the same individual sign both the attachments and the Addendum.
· Consultant’s Addendum must be sealed and signed, along with any sketches or drawings.
· Attachments are listed last on the Addendum.
· List sketches before drawings/sheets.
· If Architectural has any attachments list as follows:

Architectural
Section 09 2900, Gypsum Board
SKA3.1 thru SKA3.12
Sheets A601 and A901

• If any Consultants have attachments, list in alphabetical order, per discipline type, not
discipline name, and as follows:

Discipline Type
Discipline Name, # of pages for their Addendum, if any, not including sketches or sheets.

See examples below:

Civil
Hess-Rountree, Inc.
SK-C1 thru SK-C4

Mechanical
Kraemer Engineers, Inc.
SK-M1 and SK-M2,
Sheets M-001 thru M-010

Electrical
Associated Engineers, Inc.
SK-E4 thru SK-E15

· Make sure you have the correct spelling of any of the Consultant’s names.

· Spell check your document.
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